
for structural steel
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DRILLING MACHINE

DIS software can be linked with detailing software 

to eliminate redundant input. Once a job is de-

tailed by detailing software, DIS converts to drill-

ing data and transfers to the drilling machine.

Positioning compensation

DAITO  IS  DIFFERENT!
Daito’s“X-Y positioning 3 drills”method  

● WINDOWS format software
● Linkage available with many
　 Detailing Software
● Real graphic work views
● Edit and programming
● Nesting
● Reports

 Office

 Shop

Detailing
Software

Sawing Machine

Drilling Machine
Coping Robot

DAITO INTERFACE STEELWARE
Daito's Exclusive Software

DAITO’S
BAND SAWING MACHINES

ＳＴⅡ５０８０
ＳＴＡ５０８０

ＧＴＥ５０８０ＣＮＣ
ＧＴＡ５０８０ＣＮＣ

ＧＴ７０１０ＣＮＣ
ＧＴＡ７０１０ＣＮＣ

ＤＮＦ７５０７５０ＤＮＦ７５０７５０ ＤＮＦＮＦ１０５００５０ＤＮＦＮＦ１０５００５０ ＤＮＦＮＦＣ１０５００５０ＤＮＦＣ１０５００５０

Max. Beam Width    : 31 1/2"
Max. Flange Height : 16"

Max. Beam Width    : 31 1/2"
Max. Flange Height : 15 3/4"

Max. Beam Width    : 40"
Max. Flange Height : 26"

1470 Elmhurst Road, Elk Grove Village, IL 60007
TEL 847-437-6788   FAX 847-437-6789

http://www.daito-seiki.com




